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Mechanics/Machinery
The Mars Science Laboratory (MSL)
robotic arm is ten times more massive
than any Mars robotic arm before it, yet
with similar accuracy and repeatability
positioning requirements. In order to as-
sess and validate these requirements, a
higher-fidelity model and calibration
processes were needed. 
Kinematic calibration of robotic arms
is a common and necessary process to
ensure good positioning performance.
Most methodologies assume a rigid arm,
high-accuracy data collection, and some
kind of optimization of kinematic param-
eters. A new detailed kinematic and de-
flection model of the MSL robotic arm
was formulated in the design phase and
used to update the initial positioning
and orientation accuracy and repeatabil-
ity requirements. This model included a
higher-fidelity link stiffness matrix repre-
sentation, as well as a link level thermal
expansion model. In addition, it in-
cluded an actuator backlash model. 
Analytical results highlighted the sen-
sitivity of the arm accuracy to its joint
initialization methodology. Because of
this, a new technique for initializing the
arm joint encoders through hardstop
calibration was developed. This in-
volved selecting arm configurations to
use in Earth-based hardstop calibration
that had corresponding configurations
on Mars with the same joint torque to
ensure repeatability in the different
gravity environment. 
The process used to collect calibra-
tion data for the arm included the use
of multiple weight stand-in turrets with
enough metrology targets to recon-
struct the full six-degree-of-freedom lo-
cation of the rover and tool frames. The
follow-on data processing of the metrol-
ogy data utilized a standard differential
formulation and linear parameter opti-
mization technique. 
This work was done by Curtis L. Collins
and Matthew L. Robinson of Caltech for
NASA’s Jet Propulsion Laboratory. For more
information, contact iaoffice@jpl.nasa.gov.
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This innovation replaces the linear
alternator presently used in Stirling
engines with a continuous-gradient,
impedance-matched, oscillating mag-
netostrictive transducer that elimi-
nates all moving parts via compression,
maintains high efficiency, costs less to
manufacture, reduces mass, and elimi-
nates the need for a bearing system.
The key components of this new tech-
nology are the use of stacked magne-
tostrictive materials, such as Terfenol-D,
under a biased magnetic and stress-in-
duced compression, continuous-gradi-
ent impedance-matching material, coils,
force-focusing metallic structure, and
supports. The acoustic energy from the
engine travels through an impedance-
matching layer that is physically con-
nected to the magnetostrictive mass.
Compression bolts keep the structure
under compressive strain, allowing for
the micron-scale compression of the
magnetostrictive material and eliminat-
ing the need for bearings.
The relatively large millimeter dis-
placement of the pressure side of the
impedance-matching material is re-
duced to micron motion, and under-
goes stress amplification at the magne-
tostrictive interface. The alternating
compression and expansion of the mag-
netostrictive material creates an alter-
nating magnetic field that then induces
an electric current in a coil that is
wound around the stack. This produces
electrical power from the acoustic pres-
sure wave and, if the resonant frequency
is tuned to match the engine, can re-
place the linear alternator that is com-
monly used. 
This work was done by Rodger Dyson and
Geoffrey Bruder of Glenn Research Center.
Further information is contained in a TSP
(see page 1).
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